

































































































































































Phase 4 Double row of wrought iron stanchions to lower cargo deck
1853 (forward)?
Timber mast partner in lower cargo deck? (possibly moved in
18827) .
Phase 6 [ex situ lifting screw frame]
1856-57 [ex situ figurehead]
[ex situ foremast?] (date needs confirming)
ex situ mainyard
Propeller lifting trunk
Phase 9 Box stringer to saloon deck
1866 Tripartite bulb beams to upper deck
Phase 10 Intercostal frames round existing wood mast partner in forward
1871 lower cargo deck
Sections of plated deck located a5 above
[ex situ main mast?] (date needs confirming)
Phase 11 Ubiquitous wrought iron stanchions mostly directly supporting
1882 Butterley patent tee bulb beams
Butterley patent tee bulb beams
Large cargo hatches - carlings and coamings
Hawsepipe housings in focsle.
[ ex situ foremast and 7] (dates needs confirming)
Phase 12 Doorways cut in
1886-7
Phase 13 Steel deck beams
1970-1998 Steel and fibreglass plating replacement

Restoration fabric of major transverse bulkheads

Deck timbers to saloon, promenade and upper decks

Timberwork of companionways

Re-created propeller; rudder & engines

Re-created six mast rig

Re-created funnel and pre-heater tank

After boiler room bulkhead

Steel shoes welded to some stanchions at decks

Re-created cabins and saloon

Replacement timber (e.g. some king beams forward of the forecastle

bulkhead)

5.2 - The Great Wes!

tern Dock

Phase I (1839)
GWSSC

Cradle-Shaped profile at W end, coursed Pennant masonry and
apron of ashlar Pennant masonry.

Slots for timbers

2 flights of steps on § side

Transverse timbers to dock floor at W end

Phase 2 (after 1855,
before 1870)
Patterson ?

Kink in § side assceiated with battered walls and flat floor
Battered walls on N & S sides as far as E end extension?

Phase 3 (¢.1903)
Bristol Corporation

Walling, flooring & steps of E end extension, which gave the dock a
blunter nose

Phase 4 (?)

Conerete facing on part of N side of dock wall
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Phase 5 (post 1970)
SS Great Britain
Project

Conerete-lined recess for metal stair into dock on N side
Metal stairways introduced on each side of the dack

Uncertain

Complex changes to flooring material, e.g. brick flooring and
sections of concrete

5.3 - The GWSSC Fa

ctory

Phase 1 (1839-1840)
GWSSC

Pennant masonry external walling (with later patching)

Thick internal crosswall at N end

Brick flocring N of internal crosswall? (the flooring N of the
crosswall post-dates the tithe map but is probably GWSSC phase)

Phase 2 (tannery use
c.1835-1886)

Assumed tanpits built up on earlier floor level, S of crasswall

Phase 3 (? 1886 or
after, for warehouse
use)

Possibly GWR

Floor covering over tanpits
Bullnose brick cills to former windows on E side?
Ventilation grilles at floor level?

Phase 4 (¢.1945)
Wickham and Norris

Stanchions, Belfast roof trusses and roof covering to all but N end

Phase 5 (after 1962)
Wickham & Norris

Stanchions, Belfast roof trusses and roof covering to N end

Uncertain

Blocking of N end doorways

5.4 - The Dock Office

Phase 1 (?before
1855)

Either GWSSC or
Patterson

External envelope of E block

Drawing office cupboards

Drawing office chimneypiece

Doors with Gk ogee mouldings

Chimneys on W side

Cast iron columns and axial beam on ground floor?

Phase 2 (c.1905)
Wickham and Norris

Art Nouveau chimneypieces, ground and first floor
Parquet floor to E block, ground floor

Heated lobby to E block, ground floor

Part-glazed screen, E block, ground floor

Stair

Single-storey lean-to to §

Phasc 3 (?)
7 Wickham & Norris

W Block

Plate-glass high-transomed windows

Joinery of W block

First floor corridor cut through E block for access to W block
Amendment to E black roof for top-lighting to middle first floor
room

Phase 4 (c.1940-45)
Wickham & Norris

Repairs following bomb damage?
Possible re-building of E block S gable end wall
Window repairs
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5.5 - The Jefferies R:

ange

Phase 1 (c.1914-
1919)
Jefferies & Son

Basic envelope of range of:

Office but rear (S) wall probably rebuilt after 1940/41)

Former fitting shop '

Former smith’s & boilermakers’ shop

E building in range (now Bristol Blue Glass workshop) may be
slightly later & has renewed roof covering.

Phase 2 (c.1940-45)

Repair following bomb damage

Brick S wall of office?

Refenestration of office

Conversion of upper floor of former fitting shop to office

Phase 3 (after 1962)
“?Charles Hill

Ground plan & possibly some walling of corrugated iron shed at E
end of range

Phase 4 (after 1970)
S8 Greal Britain
Project)

Lavatory block added at W end of range

5.6 - The Range Nor

th of the Dock

Phase 1 (? 1945-
19527)

External envelope (excluding post 1970 re-cladding)

Phase 2 (post 1970)
$S Great Britain
Project)

N canopy to entrance-cum shop
Re-cladding of walling of entrance-cum-shap
Re-cladding and conversion of ground floor of cafeteria

5.7 - Timber yard Buildings

Phase 1 (pre 18527)
GWSSC

Masonry & brick wall containing stone arch projecting off S
boundary wall

Phase 2 (? pre 1945)
Wickham & Norris

Store No 27
Incinerator?

Phase 3 (pre 1952
probably with later
alterations)
Wickham & Norris

Timber stores 1,3,4 & 5

Phase 4 (post 1952)
Wickham & Norris

Timber stores against § boundary wall

Uncertain

Brick paving in yard rear of Jefferics range

5.8 - Boundaries

Phase 1 (pre 1848)
GWSSC or Charles
Hill

Pennant rubble walling of timber yard S boundary wall E of the kink

Phase 2 (c.1872)
Wapping Dock Ce.

Pennant rubble walling of timber yard S boundary wall W of the
kink, following a boundary change

Phase 3 (c.1903)

Brick wall round nose of dock

Uncertain, ¢.post
1945

Fabric of S boundary of dock area, re-using probably late C19 rails
& incorporating one brick pier (c.1903?) from pre-war covered

hauling way in timber yard. Horizontal planking probably c.1960s
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